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Power & Comm. Cables (M-Style)

Part Number Length

CBLIP-PWR4-Y1-1.0M 1 meter

CBLIP-PWR4-Y1-3.0M 3 meters

NOTE: Maximum of 15 Amps continuous RMS load per total daisy chain transmission line.

J1, J2 Female P1, Male

P1

.22 METER LENGTH

J1

J2

CBLIP-PWR4-Y1-xM

CBLIP-PWR4-FL-xM
CBLIP-PWR4-Y1-xM Add-A-Motor cable for IP65 series motor Drive and 
Control Power Daisy chain cable for power distribution to multiple motors.

CBLIP-PWR4-Y1-xM series is the main power cable for IP65 motors featuing easy 
daisy chaining of both drive and control power to multiple motors.

This cable plugs into the M16 4-pin connector allowing split off to another cable 
and motor. 

Add-a-Motor Cable

NOTE: Drive Power and Control Power are Separate Inputs. Control power is rated to a maximum range of 18 to 32VDC. 
Drive Power is from 18 to 48VDC max.

WARNING: Exceeding 32VDC into control power or any of the +24V pins could cause immediate damage to internal 
electronics. Exceeding a sustained voltage of 48V to pin 4 of the P1 Power pin could cause immediate damage to internal 
electronics. Exceeding these voltage limits will void the warranty.

CBLIP-PWR4-Y1-xM

24V-48V Drive Power 
Separate 24V Control Power


