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Moog Animatics Firmware Update Revision History

Fixed error being reported for Ethernet/IP when a NV parameter is
written.

Added RETH 210 — 219, 221-224 to read IE chip specific
information.

Added CAN and EtherCAT object 0x210a to read the 1/0 type
configuration. In, Out or special

GOSUB and GOTO updates.

Cleared Ethernet errors when new LFW loaded.

Made CAN and EtherCAT object 0x2310 be TX mappable only.

Release Software Dependencies
Date Version Changes
Production release: Ethernet/IP (-EIP models):
. . LFW: FW850_523_4_0_5.nxf (3.4.0.5)
e CANopen and EtherCAT added ObjeCt 0x60e3 SUppOFtEd homlng SM6_0_EIP_D16P10_V2R1_8.eds
methods.
o Changed CANopen and EtherCAT object 0x60c4:2 and 0x60c4:3 EtherCAT (EC models):
g P ) : : LFW: FW850_524_10_0_6.nxf (4.10.0.6)
from ro to r/w to match conformance test. Updated 0x60c4:5 from | sm6_0_EEC_D402P01_6v29.xml
ro to wo for conformance test. PROFINET (-£PN models):
e Set2202h & 2203h (Set PO & Shift PO) write only and not PDO LFW: FWE50. 524 5. 0. 7.nxf (4.5.0.7)
mappable (to match class 5). GSDML-V2.44-MOOG ANIMATICS-SMC6DEV01-20260319.xml
5/15/2026 6.0.2.78 e Set220Ch & 220Dh (MFA & MFD) write only (to match class 5). CANopen (all models):

LFW: N/A built-in
SM6_0_CO_D402P04V1R10.eds
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Removed PDO mapping from object 0x605e and 0x60c4:2 for
conformance.

Fixed watchdog issue when too many EtherCAT explicit message
were received.

Fixed EtherCAT problem where master would stop sending syncs
but we still expected syncs.

Fixed GOSUB and GOTO commands not called from the user
program only allowed one item before overwriting.

Fixed program stack pointer edge-case.

Fixed Wraparound status bit.

CANopen object 0x2310, Modulo Position. reads PMA correctly in
main modulo counter mode (ENCCTL(6,x)).

Fixed bug where the motor would exit synchronous mode running
EtherCAT firmware.

PML defaults to RES.

RENC(32) for encoder errors.

EEC xml version 24. Added TwinCAT PDO Default and NC
Configuration mappings.

Added RSYS command. RSYS(20) reads faults. RSYS(21) reads the
hw board revision from EE. Supported over Combitronics.

SD card can now import IP address/subnet mask/default gateway &
station alias.

Scaling (like class 5) with SCALEP, SCALEV, & SCALEA.

SCALE commands supported over Combitronics.

SYSCTL(6,0/1) to disable/enable ERROR scaling.

Added a Motor Blink code of 12 blinks for a Homing error.

Added a serial command RHM_STAT to report the Homing State
Value.

Added Ethernet/IP attribute 139 to report the Homing State Value.
Added CANOpen object 0x2239,1 to report the Homing State Value.
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Homing to Hardstop methods -17, -18 improved to hold the final
position without loading onto the hardstop.

The Homing Method EIP Position Control Supervisor attribute 122
changed to allow vendor specific methods.

Hex literal input. i.e. a=0x1234. Requires version of SMI (3.0.0.78)
with corresponding support to put these commands in a program.
Added network lost bit in RETH(0) as bit 18 (zero-based.)

USB channel doesn’t allow ECHO_OFF(8) anymore. The echo
function should never be turned off for USB. The echo state is
always on. ECHO(8) is still allowed for legacy reasons since SMI will
issue that command, but it has no effect.

An error is now returned when any attempt at Combitronics on
encapsulated command over CANopen or Modbus. (Since these
options were not supported and still aren’t.)

Fixed USB handling where command or responses were lost.

Fixed CANopen gearing that was not maintaining sync ‘fencepost’
timing correctly.

Combitronics server (remote motor) modified to ensure packet
responses are in the order of request.

Combitronics server (remote motor) modified to process all
requests / commands even if responses are being held due to
network traffic. This improves commands to act more immediately.
Added cam mode support for starting cam at arbitrary place
between points. MCW(table#,count,1)

Added cam resume function. G(9) command allows cam to pick up
where it left off when MFSLEW/MFA, etc ended previously.

ROC function error handling improved for I/O that does not support
output.

Range check on MCW command.

Error handling improved for I/O commands that handle the “W”
argument like UR(W,0)

Various improvements to motion commands.
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Date Version &

Added SYSCTL(10,x) to select whether Combitronics is handled via
Ethernet (EIP only) or CANbus.

Added Profinet support for EIDE() and EOFT() (function 1,
arguments 88 — 91. EIDE(-1), EIDE(7), EOFT(-1), EOFT(9)
respectively.)

Added Ethercat/CANopen support for I/O: object 0x2101
arguments 4, 5, 6 added for config output, enable special, disable
special respectively.

Added Ethernet/IP support for I/O: Class 0x71, attribute 1 allows
value 3 to disable special function on 1/0 line.

Added EtherCAT, CANopen, Modbus GOSUB R2 case -11 to -18 for
EIDE(-1), EIDE(7), EOFT(-1), EOFT(9), EOBK(-1), EOBK(9), EIGN(6),
EISM(6)

Added Virtual I/O feature.

Increased default timeout for EtherCAT to 75 milliseconds.

Fixed watchdog issue on bootup when there is serial traffic:
exception 0x1a00.

Fixed watchdog issue associated with Profinet during automated
testing (messages received during reboot.)

Added command support for gearing from a program, including
Combitronics support. Commands: IGT=/RIGT, IGM=/RIGM, IGD()
Added CANopen gearing mode.

Fixed issue with serial number reporting for EtherCAT

CANopen number of buffers increased to avoid overflow with high
traffic loads.

Various improvements to memory handling, CAN driver, and system
timing.

Added SYSCTL(1,x) for MTB option on bootup.

Added GOSUB "R2" support in Modbus. This allows sending data
values and a GOSUB call in a PLC-friendly manner.
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e Changed EtherCAT: Changed objects 1c00, 1c12, and 1c13 to be
arrays for better conformance with standards.

e Fixed problem with reporting RCAN(28)

e Fixed reporting HM_MTHD:a

e Fixed Combitronics Time sync (over CANbus) had incorrect timing.

i.e. command: CANCTL(14,x)
Production release: Ethernet/IP (-EIP models):

e Fixed issue with IP address change between DHCP and static ;,F\AVZ: zvﬁioﬁsléiig_?/_;:x;.(:&iIO-S)
address for EIP networks. This allows non-volatile IP address - -
settings to be updated, though it may require a few steps to change | EtherCAT (EEC models):

) LFW: FW850_524_3_18_0.nxf (4.3.18.0)
5/4/2022 6.0.2.56 setting and reboot for the NetX to take effect. SM6_0_EEC_D402P01_6v20.xml

e Added ETHCTL(99,x) for command access to EIP reset service.

o Fixed issue with serial port close that was not resetting buffer. This EE\?/:F':'\AE;S(;)EZ'::’Z"B'S;:.an (45.0)
was leaving unintended data in buffer that could be a problem GSDML-V2.3-MOOG ANIMATICS-SMCEDEV01-20220114.xml
especially when transitioning between command and data mode.

Engineering version: Ethernet/IP (-EIP models):

+  Added timer 8: TMR(8,x) ShA6 0. I DIGPLOVRS 7ds

e Added source ratio multiplier: SRM, SRR, etc. - -

e Added position error saturation: EASAT. EtherCAT (-EEC models):

»  Added speed governor: SG. SA6 0 EEC DAgEHGE, Guaonml

e Added ETHCTL/RETH 102 and 103 for the purpose of reporting the
state of the UDP/TCP encapsulated ethernet serial connection. ff\,?,f'?ﬂgggpg'z'f";’ef’;_nxf (45.0)

4/20/2022 6.0.2.55 . A.dded CANCTL(21,2) to sgpport PTS option to use PF GSDML-V2.3-MOOG ANIMATICS-SMC6DEV01-20220114.xm|

e Fixed PTS command hanging when trace feature being used

e Fixed PTS issue with PTST

e Fixed PTS various issues with timeout, error handling, and better
handling of values that were rounding down to 0.

e Fixed issue with Combitronics functions return error code from
remote side rather than just OPERATION_FAILED

e Changed command behavior for RERRC so it will reset to 0 (no
error) when 7S, 7(2,14), Zs.

3/2/2022 6.0.2.54 Engineering version: Ethernet/IP (-EIP models):

LFW: FW850_523_4_0_5.nxf (3.4.0.5)
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Date Version
e Fixed issues with EtherCAT object 0x2230 for homing. SM6_0_EIP_D16P10_V2R1_7.eds
e Changed EtherCAT EDS revision to version 6v20. EtherCAT (-EEC models):
e Fixed issue with EIDE command where BRKRLS OFF mode and LFW: FW850_524_3_18_0.nxf (4.3.18.0)
EIDE(-1) was causing drive to not activate. SM6_0_EEC_D402P01_6v20.xml
e Fixed issue where overcurrent fault (word 0, bit 4) was activating PROFINET (-EPN models):
unintentionally. RW(0) bit 4, or RB(0,4) LFW: FW850_524_5_0_7.nxf (4.5.0.7)
GSDML-V2.3-MOOG ANIMATICS-SMC6DEV01-20220114.xml
« Added DMX support: OCHN(DMX,1,...), COM1 (RS-485) M6 0. Elp DIGFTO VaRT 7t
e Changed PROFINET identifiers for Class 6D, associated with updated
GSD XML file EtherCAT (-EEC models):
: LFW: FW850_524_3_18_0.nxf (4.3.18.0)
e Added OSH(S) and 0(8) to set PC/PA and not set PMA. SM6_0_EEC_D402P01_6v19.xml
e Added OSH(9) and O(9) to be able to adjust PMA independent of
PA PROFINET (-EPN models):
o ) ) ) LFW: FW850_524_5_0_7.nxf (4.5.0.7)
e Fixed overflow issue when setting PMA with very large PML values. | GspbmL-v2.3-M0OOG ANIMATICS-SMC6DEV01-20220114.xml
e Added OSH(10) and O(10) to be able to set CTR(0) to any value.
e Added OSH(11) and O(11) to be able to set CTR(1) to any value.
e Added modulo target in positive direction (PMTP=) or negative
2/1/2022 6.0.2.53 direction (PMTN=). Similar to PMT= and relates to PMA, PML.

Added SYSCTL(8,1) for ability to set PMA modulo counter to work
relative to trajectory 1 so that trajectory 2 can be used
independently as offset.

Fixed timeout problems reported in SMI when downloading NXF file
(network processor firmware) over serial channel.

Added EIDE(-1) command added to bypass drive enable.
Added command SYSCTL(7,x) PID integrator config options.
Fixed problems with setting SNAME from Profinet network.
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Fixed a problem with PROFINET industrial network firmware (NXF)
4.5.0.7, and 4.5.0.12 recovery from unplugging network. Verified
NXF 4.1.0.2 still worked

Fixed MDC current mode glitch in the D-loop that would cause
some sticking of values.

Fixed SD card error on bootup when no card present.

Fixed occasional watchdog condition when ZS issued. This was a
problem introduced recently only with support for Posital encoder.
Some internal status bits may have had glitch conditions. This may
correct additional potential issues that we are not presently aware
of.

Fixed issue with SNAME command (PROFINET), memory allocation.
Changed: Removed RANG(2) because it isn't working correctly and
isn't relevant.

Added RANG(22) as a replacement that accurately reports
commutation electrical angle in 16-bit fraction regardless of
encoder resolution.

Added RANG(40) to report torque limit in a semi-user accessible
way.

Fixed problem with trace stepping and a return from GOSUB would
start the program over.

Fixed missing reset of CAN errors/LEDs when CANCTL(1,0) reset is
called.

Added: Combitronics support added for: IDENT=value, RSLM
Added: Error reporting added if IDENT fails to write to SD card.
Added: serial command and Combitronics support for CAN Homing
Added: support for ETHCTL option 13 (Local/Remote Switch) to
Ethernet/IP

Added: RANG(21) added to report raw encoder angle as 16-bit
unsigned value.

Changed: Move EIP Homing attributes (120 - 129) from the Position
Controller to the Position Control Supervisor EIP objects
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Changed: Add debounce logic to the Home Input switch
Changed: Clear the Homing Attained flag when the Homing Start
flag is set
Fixed PRINT statements that are too long were not consistently
issuing the error: LENGTH_VIOLATION, fixed to prevent random
execution of the excess of the PRINT command.
Fixed EIGN(2), EIGN(3) command that was returning a command
error (but still functioned correctly otherwise.)
Fixed stack overflow (watchdog) occurring randomly in SDOWR,
SDORD command.
Fixed issues with PRINT hanging with USB connected but not
detected.
Fixed issue with user program loading on serial port at higher
Baudrates.
Added support for the embedded CiA 402 Homing logic to
Ethernet/IP using vendor specific attributes 120 - 129.
Added a CIA 402 compatible Homing mode that allows the Homing
operation to interrupted and resumed. The standard Animatics CIA
Homing implementation only aborts and restarts a Homing
operation. This mode is selected by the CANCTL(20,x) command,
where
O X =0 means to use the Animatics Standard implementation
0 X =1 means to use the CiA compatible mode allowing

interrupt/resume.
Added Ethernet/IP attributes:
114 - Set/Get User Status bits

- Get - returns User status bits 0 — 31

- Set - Only bits 16-31 are set, bits 0-15 are ignored.
115- Set/Get User Variable uu
116 - Set/Get User Variable vv
117 - Set/Get User Variable ww
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118 - Set/Get User Variable xx

120 - Set/Get CAN Controlword

121- Get CAN Statusword

122 - Set/Get Homing Method

123 - Set/Get Homing Accel

124 - Get Homing Speed Count (Always 2)

125 - Set/Get Homing Speed 1 (Speed to switch)
126 - Set/Get Homing Speed 2 (Speed to encoder or off switch)
127 - Set/Get Homing Offset

128 - Set/Get Homing Halt Option

129 - Set/Get Homing Quick Stop Decel

Changed the name and polarity of Internal Motor Controlword bit
that controls halting a homing operation from “homingRun” to
“homingHalt”. This matches more closely the operation of the
CiA402 Controlword bit 8 (Halt) when used with homing.

Changed how the EIP processing calculates the Profile in Progress
status. This is now calculated using the move generator status bits
in Status Word7. This fixes a case where the old method missed a
motor just starting to move.

Changed the logic for the Extended Move Velocity processing to
only start the move if the current mode is set to “Velocity Move”.
Previously the move would also start if the current mode was set to
“Position Move”.

Changed to Correct a bug in the Move Generator logic when halting
in Torque mode. Make the processing of the Status Word 7 TG1 bits
consistent in Torque mode. The Slewing bit is set when the Torque
Slope is set to a value where the Torque Ramp processing is skipped
such aswhen TS =-1.

Fixed: Vendor Specific Objects 0x71 and 0x72 so that error code
CIP_ATTRIBUTE_NOT_SETTABLE (OxOE) is returned when a Set
Attribute command is sent for an attribute whose value can’t be
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changed. Previously error code CIP_ATTRIBUTE_NOT_SUPPORTED
(0x14) was being returned.

Added: RANG(20) to report mechanical position of Renishaw
encoder / rotor (in RES units.)

Added: report Ethernet serial encapsulation and modbus TCP
keepalive time settings. RETH(110), RETH(111)

Changed: Modified object 0x2500 printing

Fixed: problem with EtherCAT table search could return a pointer to
a CANopen only object.

Fixed: Made outputs use bit-set function to avoid glitches

Fixed: Corrected error unintentionally reported by certain
commands like RDSDO.

3/28/2019

6.0.2.43

EIP: Updated vendor specific objects (0x71, 0x72) to return error
codes

Support for “keep alive” feature added, requires
FW850 523 4 0 5.nxf or newer. See website for download. -EIP
models only.

Ethernet/IP (-EIP models):
LFW: FW850_523_4_0_5.nxf (3.4.0.5)

SM6_0_EIP_D16P10_V2R1_7.eds

EtherCAT (-EEC models):
LFW: FW850_524 3 18 0.nxf (4.3.18.0)
SM6_0_EEC_D402P01_6v19.xml

PROFINET (-EPN models):
LFW: FW850_524 5 0_7.nxf (4.5.0.7)
GSDML-V2.3-MOOG ANIMATICS-SMC6DEV01-20220114.xml

10/29/2018

6.0.2.37

Increased robustness of Combitronic commands
TCP channel number is 7 ( PRINT7, RCHN7, SILENT7)
BAUD(1) removed, no second com port

9/10/2018

6.0.2.36

General bug fixes

8/15/2018

6.0.2.35

Additional range checking ( INA, IN, X(), S(), PRINT(), KG, KL, PML, all
synchronized motion commands)
Disabled SNAME on non —EPN models
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Combitronic support over UDP/Ethernet on —EIP models. Requires
FW850 523 4 0 _5.nxf or newer. See website for download. -EIP
models only.

Added support for outputs 4/5 (MT2 models only)

Enable/Disable Modbus/TCP and Ethernet serial encapsulation:
ETHCTL(101,x), ETHCTL(100,x)

10/17/2017

6.0.2.34

General bug fixes

3/21/2017

6.0.2.33

Out 9 (not faulted) is user configurable as general purpose output
EIP support for EOBK and EOFT: Object 0x71

2/27/2017

6.0.2.32

Prevent limits triggering in CSP, CSV, CST modes when output
speed/torque is zero

Encrypted program download through CANopen/EtherCAT (Object
0x2500)

2/9/2017

6.0.2.31

EtherCAT object Ox60FE made more robust
SD card support added (if hardware available)
Allow user to invert home polarity ETHCTL(60,x)

5/4/2016

6.0.2.30

EtherCAT time sync enabled

EtherCAT object 0x6502 indicates homing is supported
EtherCAT object 0x6060 made more robust on transition to CSP,
CSV, CST modes

4/29/2016

6.0.2.29

EtherCAT time sync disabled

5/2/2016

6.0.2.28

Use the EIP_APS_SET_CONFIGURATION_PARAMETERS_REQ
message to allow full Type 1 Reset Processing. The previous
command (EIP_APS_SET_CONFIGURATION_REQ) did not have all of
the data values needed on reset (MCAST, TTL, etc.)
Passed ODVA Conformance Testing (CT13)
Add code to support the following remanent variables. They are
stored in EE when changed, are loaded at power up and reset to
default values on an EIP Type 1 Reset

e bTTLValue

e usEncaplnactivityTimer

e tMcastConfig.bAllocControl
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e tMcastConfig.bReserved
e tMcastConfig.ulMcastStartAddr
e tMcastConfig.usNumMCast
3/21/2016 6.0.2.27 e Increased allowable number of Modbus/TCP connections from 1 to

3

e Modbus/TCP support

e Problem in Modbus RTU (serial) support where read requests

3/2/2016 6.0.2.26 returning longer than 32 bytes would give corrupt results fixed.

e Problem with hardware limit switch checking, starting a negative
direction move while limit already asserted fixed.

e Added MAC address read for PROFINET protocol.

e Added ability to run PROFINET firmware 4.1.0.2 on a Netx 52.

e Added counters for Interrupt 1 and 2 used by PROFINET and
ETHERCAT. RETH(58) and RETH(59)

1/22/2016 6.0.2.25 e Added way to read the synchronization correction being used
RETH(57)
e Changed USB to not send an ack when in state CMDLDCMPLT.
e Fixed problem downloading netx firmware.
e Encrypted user program (SMXe) download support. Support for
channels: COMO (RS485), TCP/IP encapsulated serial, USB
e Special calibration mode added for supporting raw resolution
during calibration
1/14/2016 6.0.2.24 e Fixed issue with TS command under rare circumstances.

e Added checks to program download to address concerns involving
global program download.

e Fixed issue with command Z(0,5) for clearing temperature fault. It
was not correctly respecting the 5 degree cooldown as expected.
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11/10/2015

6.0.2.23

RETH/ETHCTL case 56 (EIP only) - this case sets/returns the size of the
Ethernet/IP Implicit I/O connections size. The value is initialized to
zero in the EEPROM. The possible values are:

o 8- Use the CIP Position Controller/Position Controller
Supervisor size of fixed 8 bytes. Any other size in the connection
request will be rejected with an error response.

o 32 -Use Classb Extended size of fixed 32 bytes. This setting will
enable the use of the extended 32 byte data frames and the
Extended Move Position and Velocity command types (6 & 7).
Any other size in the connection request will be rejected with
an error response.

o 0- Use the size of the Connect request from the host, 8 or 32
bytes. Any other sizes will be rejected with an error response.
This mode will allow the user to change the I/O connection size
in the RS-Logix or other host PLC software on the fly.

Add 1/0 Object 0x71 to allow access to the drive's on-board I/0. We
found that I/0 object 0x70 (used in Class5 motors). Object 0x70 is not
CIP compliant since it uses a class 0 attribute 1 which is reserved by
CIP (class 0 attributes 1 - 7 are reserved by CIP in all objects). 1/O
Object 0x71 works similar to I/O Object 0x71 but uses class 0
Attribute 8 for the I/O data word. (Object 0x70 is still supported for
backward compatibility but not documented in class6)

Changed how CIP Position Controller ProfilelnProgress flag is
calculated in Torque Mode to provide similar behavior to Position and
Velocity moves. In Torque Mode the flag will be set when the motor is
on and Torque Value is non-zero and be cleared when the Torque
Value is zero.

Restricted the Network Mode to a value between 1 and 65534 on
power-up. Previously only checked that the value was greater than 1.
This change will detect an un-initialized motor.
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e Limited the number of possible analog inputs to inputs 0 and 1
instead of O - 7 to allow for implementing Safe Torque Off (STO) in the
future.

e Changed the Analog Input range 0 - 18V (from 0 - 24V) to match the
actual hardware capability.

e Hold off updating the NetX52 while there is an outstanding

¢ Fixed Implicit I/O error handling to match the errors expected in the
ODVA conformance test CT12.

e Add error handling to the Attribute to Get Extended feature
e Added code to ETHCTL and RETH for the motor view network screen.
e Change the handling of Position Controller attributes 50, 51,56,57.

o 50,51 - The Class 5 firmware responds with the instantaneous
left and right limit states. The Class 6 firmware uses the
historical, debounced left and right states.

o 56,57 - The Class 5 firmware responds with a value of "1" if
either the left /right hardware or software limits are set. The
Class 6 firmware uses only the left/right software limits. This
matches the CIP specification for the Position Controller object.

¢ Change the name of the EtherCAT and Ethernet/IP EDS files to be
more meaningful and include the network abbreviation in the file
name.
o EtherCAT: ST23306M-EtherCAT.xml ->
SM6_0_EEC_D402P01_6v17.xml
o Ethernet/IP: SM6_0_D16P10V1R1_4.eds ->
SM6_0_EIP_D16P10_V2R1_6.eds
e Watchdog error when exercising the motor using the playground
using the USB interface fixed.
e Overflow bug in move generator when very small velocity and
distance. This adds a check to the two denormalize functions so that
a mantissa of O with any exponent is handled as 0 fixed.

7/28/2015 6.0.2.21

Firmware Release Notes: Firmware_Release_Notes_Class_6_0_2 78.docx Page 14 of 18



http://www.animatics.com/

NMOOG

=e3* ANIMATICS

This document does not contain Technical Data or Technology as defined in the ITAR Part 120.10 or EAR Part 772

Moog Inc., Animatics
1995 NC HWY 141

Telephone: 828-557-5115 ¢ www.animatics.com

Release
Date

Software
Version

Changes

Dependencies

Renishaw encoder correction causes hunting (buzzing) when a
missing encoder state is commanded fixed.

6/24/2015

6.0.2.20

Change IP Address logic to match ODVA Recommended Methods for
EIP Devices. The motor ships from the factory with DHCP enabled and
no default IP Address.
o Using the SMI terminal window to set the IP Address to
0.0.0.0 enables DHCP, any other address disables DHCP.
These changes are remembered after a power cycle.
Changed the Ethernet I/P communications from the standard 8 byte
Position Controller format to an extended 32 byte format. The 32
byte format is a superset of the original 8 byte format. The EDS file
can be configured to use the 8 byte format if necessary.
TCP Serial encapsulation, UDP discovery.
Debug information dump to non-volatile flash memory.
RETH/ETHCTL commands updated:
o RETH(5)
Needed to satisfy Production’s request to be able to read RSP5
into a user program. So x=ETH(5) allows the NetX LFW version
to be handled in a user program.
o RETH(18)
MAC ID reporting (Ethernet/IP only) as a string: RETH(18)
o RETH(45), RETH(46), RETH(47)
Read access in a program to IP
address/mask/gateway x=ETH(45), x=ETH(46), x=ETH(47)
o ETHCTL(45), ETHCTL(46), ETHCTL(47)
Ability to set IP address / mask / gateway
numerically. ETHCTL(45,x), ETHCTL(46,x), ETHCTL(47,x)
o RETH(46), RETH(47)
MAC ID read access from a user program (Ethernet/IP
only): x=ETH(48) and x=ETH(49)
CIP profile new objects to support registration, in-position, deadband,
home-level:
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Class 0x24, instance 1, attributes: 16, 20, 21, 22, 24
o Class 0x25, instance 1, attributes: 12, 38
Position controller implicit message adds support for bits: ‘on
target position', 'home level', 'reg level', 'reg arm'
Enable Watchdog handling to catch software problems where the
processor hangs
Changed RETH(15), RETH(16), RETH(17) to use "." as a separator
instead of ":". i.e. 192.168.1.1 instead of 192:168:1:1
RSP6 and above fixed to return syntax error because command not
valid fixed
Fixed problem with object 0x2309 where GOSUB gets stuck and won't
run more than once.
Corrected SPI Clock on Netx52 for 8.5MHz. Defined
DEFAULT_MIN_CYCLE constant that is specific to the Netx processor
type (Netx50 vs Netx51/52.
Fixed CTE command that was always displaying command error even
when success.
Fixed issue when writing the maximum possible fixed-length cam
records to flash, the last record failed to write correctly.
DHCP processing is working if the DHCP server assigns the IP address
or if the IP address is assigned statically with the IPCTL command in
the SMI Terminal window. There is a problem when using the DHCP
server to assign the address and then disabling DHCP (This should
assign the address statically). | am working with Hilscher support to
clear this up.
Doing a MovePosition command when already at the target position
does not generate at least one packet with the Profile in Progress bit
set. Similar problem in Velocity mode.
Processor watchdog correction
Issue in EtherCAT with object 0x60fd inputs (travel limits and home
were not read.)
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Various issues fixed in cam support. Memory range checks, issue with
erasing full range of cam area.

Fixed issue in EtherCAT with object 0x2309 GOSUB hanging after first
use.

5/27/2015

6.0.2.19

Changed the calls to create the program threads to use a RAM
resident character string so that the name will show correctly in the
RTOS Q-Viewer

Added FJT(9999,0) Ul command to dump thread stack usage statistics
into the AW variables.

Thread stack sizes have been reduced to approximately 2x the
memory actually used on all threads.

Changed ECAT and EIP thread functions to use a global transmit /
receive buffer instead of large local buffers on the thread stack.
Add code so that the Network processing threads (ECAT, EIP, PNET)
exit when the LOAD function is executed.

Removed support for the SD Card interface.

Change the code to funnel all reads/writes to EE through the
SPI2MGR thread instead of looping on SPI2Mananager throughout
the code.

Changed Standard EtherCAT PDO definitions to match other vendor
object types.

RS-485 Serial Port changes

o Fixed the serial port interrupt/fiber and Modbus Command
Manager to work correctly.

o Fixed the serial port interrupt/fiber/thread to work correctly at
high baud rates (> 56K).

o  Fixed the Serial Command manager and Serial Port Thread to
properly handle program download commands.

o Change the RS-485 TX Time-off constant from 10 to 1. With the
new serial interrupt processing the TX Enable line was being
held too long after a transmit was complete causing lost
messages.
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Fixed a problem when using a motor configured for EtherCAT. It was
causing errors when the motor was repeatedly unplugged from the
EtherCAT master and then plugged back in.
Added check to limit .nxf file name length.
Fix ShadowlIVT to vector to the gKernel trap functions
Fix Ox1A and Ox1B response processing for Ethernet/IP Position
Controller. Was not generating proper responses
Fixed the RAT/RDT and AT=/DT= commands to correctly
report/change the acceleration/deceleration values for the motor.
Previously all of the commands used the acceleration value.
Changed the EtherCAT code to report actual string size lengths to
support variable length strings
RTOS changes:
o Changed RTOS version number from 3353 to 3356. Was
overlooked in last release of the RTOS
o Task are added to the end of their priority list when placed in
the ready list instead of being placed at the beginning
o Add processor reset at end of RTOS error logging (yErrorReset)
o Change Idle task create to use a RAM resident character string
so that the name will show correctly in the RTOS Q-Viewer
o Fix gKrnStack to correctly calculate the Interrupt Stack
used/free counts
o Fix yThrEvtSignal/yThrEvtSignal wait routines to eliminate a
race condition
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