
UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS
TOLERANCES ARE:

LINEAR                                       0.13
ANGLES                                        2
RADII UNLESS NOTED                    0.3
EDGE/CORNER  OUTSIDE MAX    0.3
BREAKS INSIDE MAX.                     0.3

 195
7.68

 

 1.57
.062

 

12.685±0.005
.4994±.0002

 8.7
.34

 

12.7+
 
0.5
0

.50+
-
.02
0

 10.2±0.3
.40±.01

 

KEY

 105.4
4.15

 

69.60
2.740

73±0.05
2.874±.002

 86.4
3.40

 

 86.4
3.40

 

4X  5
.20

 THRU

98.42
3.875

 25.4
1.00

 

 3.19
3.15
.1255
.1239

 

KEYSEAT FOR WOODRUFF ANSI 404
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THIRD ANGLE PROJECTION

METRIC

MULTI PORT COMS: RS232, RS485, USB, CAN.
10 24V I/O CONNECTORS (4 - 20mA ANALOG).
BRAKE OPTION.
INCREASED THERMAL LIMIT OF -20 C ~ +105 C.
BATTERY-LESS ABSOLUTE ENCODER.

8.
7.
6.
5.
4.

INTERPRET DIMENSIONS AND TOLERANCING PER ASME Y14.5-2009.

NOTES UNLESS OTHERWISE SPECIFIED:

1. INTERPRET DRAWING PER ASME Y 14.100-2013.
2.
3. ABBREVIATIONS PER ASME Y14.38-2007 (R2013).
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